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GM Select Models
2019-Up

Data Interface with SWC

INTERFACE FEATURES
•	Provides accessory power (12-volt 10-amp)

•	Retains R.A.P. (retained accessory power)

•	Provides NAV outputs (parking brake, 
reverse, speed sense)

•	Retains audio controls on the steering wheel

•	Non-amplified models only

•	Rearview camera retention

•	Retains balance and fade

•	Micro-B USB updatable

INTERFACE COMPONENTS
• AXDIS-GMLN31 interface

• AXDIS-GMLN31 harness

• 16-pin harness with stripped leads

• Female 3.5mm connector with stripped leads

CHEVROLET
Camaro (IOR) *** †	 2019-Up
Cheyenne (IOR) †	 2019-2021 
Colorado (IOR)	 2019-Up
Cruze	 2019-Up
Equinox (IOR) †	 2019-Up
Malibu (IOR) †	 2019-Up
Silverado (IOR) †	 2019-2021
Sonic	 2019-Up
Spark (IOR)	 2019-Up

GMC
Canyon (IOR)	 2019-Up
Sierra 1500 (IOR) †	 2019-2021
Terrain (IOR) †	 2019-Up

APPLICATIONS

Visit AxxessInterfaces.com for more detailed information about the product and up-to-date vehicle specific applications.

***	No Backup Camera Retention
†	 For extension, use AXEXH-GM31

http://axxessinterfaces.com
http://axxessinterfaces.com/product/AXDIS-GMLN31

