
07/23/18 

TE-PLGCRV Manual
2017-2018 Honda CRV



S
peed A

djustm
ent

P
ress and hold the R

ear 
button until the system

 
beeps 5 tim

es, then release. 
10 quick beeps = fast
1 long beep = slow

 (default)

1.Cable Connections

B
uzzer

4 - N
ot used in 

this application

S
D

 card slot

H
eight A

djustm
ent 

A
djust the tailgate by hand to the desired 

height. T
hen press and hold the Front button 

until the system
 beeps 2 tim

es, then release. 
P

erform
 a key cycle to verify adjustm

ent.

N
ew

 rear button

T
o outside 

latch button

T
o electronic 

locking m
echanism

B A

IB
E
A
M

C
onnection location

A B

1234

C
ontrol box side A



1.Cable Connections - contin.

C
ontrol box side B

123456

A
fter installation is com

plete, close the 
tailgate m

anually, slow
ly, so the system

 
can initialize. 

T
his system

 can operate w
ith the original rem

ote as follow
s: 

•
Long press of unlock button

•
D

epending on the rem
ote som

e m
ay

be 3 quick presse

4 - not used in this 
application

Ground
Ground

CAN
 box

Fuse

P
ow

er C
lam

p 
-connect at
fuse box

T
o N

ew
 Front 

button

C
onnect to R

adio



2. Installation

1. Remove the AC controls from below the radio.

2. Remove the screw from the radio.

3. Unplug the main radio connector and use the provided T-harness to plug into the vehicle then
into the radio. Run the twisted extension down near the drivers kick panel.



4. Remove the knee bolster and use the pocket in the picture to mount the front button. Use the
provided hole saw to drill a hole and mount the button

5. Tap into the 12v white power cable near the light switch.

6. Assemble the clamp as shown in the picture above and clamp onto the 12v wire.



7. Remove the inner floor cover of the trunk area.

8. Remove the bottom cloth panel on the back of the rear seats. Then remove the plastic panel.

9. Remove the driver’s side rear door running board panel..



10. Remove the panel behind the handle and remove the two screws.

11. Remove the push clip from the back panel by latch base and remove the panel.

12. Remove the driver’s side rear quarter panel.



13. It is not necessary to completely remove the left top quarter panel, disengage clips to gain
access to the wiring that is needed. BE CAREFULE, some vehicles can be equipped with side
curtain airbags.

14. Above is the connectors needed, use provided t-harness to tap into the vehicle wiring harness.
Also connect the ground to the screw shown above.



15. Remove the top and side panels of the lift gate.

16. Remove the screw in the handle pocket. Remove the handle pocket. Use the provided hole saw
to make a hole in the blank space on the pocket front for the rear button.

17. Run the wiring for the button as shown in the photo.



18. Remove both the left and right factory struts and using the factory hardware, install the new
powered struts.

19. Use the grommet on the body of the rear of the vehicle to run the new wiring for the power
struts on both the left and right side of the vehicle.

20. Run the wiring from the struts to the driver’s side of the vehicle. The controller box is going to
be mounted in the driver’s rear quarter panel.



21. The wiring that was connected in the front of the vehicle can be ran to the rear of the vehicle as
shown in the photo.

22. Run all wiring to the rear quarter panel. Plug in all connectors and mount control box to the 
quarter panel with the hardware provided.  Also find a good location for the buzzer. Buzzer 
attaches with double side tape.

23. Re-assemble vehicle and test power lift gate. 




