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1. Cable Connections

4 - not used in
this application

SD card

Control box side A

1

2

3
4

Speed Adjustment
Press and hold the Rear
button until the system
beeps 5 times, then release.
10 quick beeps = fast
1 long beep = slow (default)

A

IBEAM

B

Connection location

BUZZER

A

To locking
mechanism

B

To outside
latch

To new
button cup

Height Adjustment
Adjust the tailgate by hand to the desired
height. Then press and hold the Front button
until the system beeps 2 times, then release.
Perform a key cycle to verify adjustment.

Ground

1. Cable Connections - contin.

4 - not used in this
application

Control box side B

1
2
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Ground

Fuse

After installation is complete, close the
tailgate manually, slowly, so the system
can initialize.

Long press of unlock button
Depending on the remote some may
be 3 quick presse

CAN box

This system can operate with the original remote
as follows:
•
•

To fusebox

To New Front button

To steering column

2. Installation

1. Remove the top panel of the rear tailgate.

2. Remove the side panels on both sides of the tailgate.

3. Remove the bottom panel of the tailgate.

4. Remove the original handle box and install the provided rear button.

5. Connect the original button plug to the provided Rear button cable.

6. Remove the clip on the OEM tailgate strut. (same on both sides)

7. Remove the clip on the OEM car body opposite end of the strut from step 11. (same on both
sides)

8. Install the Powered struts. (same on both sides)

9. Stick the transparent protective fold on the convex position on the tailgate as shown. (same on
both sides)

10. Carefully pry out the grommet of the tailgate (same on both sides)

11. Trim off the rubber grommet as shown in the pictures above. (Same on both sides)

12. Use a fish tool to run the wire for the strut through the tailgate as shown above in
the picture above.

13. Route the wire through the tailgate as shown in the picture to the mounting location of the
control box, try to follow the OEM wiring. Square A is the install position of the control box,
square B is the install position of the electric suction lock. Also find a good location in the
tailgate for the buzzer. Buzzer attaches with double side tape.

14. Use the provided fishing tool to run the wiring through the water resistant grommet that
connects the vehicle to the tailgate.

15. Remove the sealing strip of the tailgate.

16. Remove the left panel of the tailgate. This will help with running the wiring.

17. After removing the left panel, the bracket shown above is accessible for a good grounding point.

18. Cabling will be run along the path shown in the above two pictures.

19. Remove the panel shown above to gain access to the wiring.

20. Remove the factory button knockout and pop-in the provided new rear tailgate button.

21. Connect the wiring to the new front button.

22. Remove the screws shown above to gain access to the steering wheel shroud.

23. Remove the under shroud and remove the shown CANBUS connector and plug the T-harness
inline.

24. Remove the power connector from the fuse box. Connect the provide power t-harness inline
and complete all connections.

25. When all connections are made, remember to loop the emergency unlocking rope through the
escape window cover and re-install the cover.

26. Apply the provided anti-pinch reminders on the tailgate.

