IMPORTANT
If you are having difficulties with the installation
of this product, please call our Tech Support line
at 1-800-253-TECH. Before doing so, look over
the instructions a second time, and make sure
the installation was performed exactly as the
instructions are stated. Please have the vehicle
apart and ready to perform troubleshooting
steps before calling.

KNOWLEDGE IS POWER
Enhance your installation and fabrication skills by
enrolling in the most recognized and respected
mobile electronics school in our industry.
Log onto www.installerinstitute.com or call
800-354-6782 for more information and take steps
toward a better tomorrow.
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Metra recommends MECP
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Version 1.0

When connecting with power cable, please make sure not to mistake the positive and
negative pole, otherwise the fuse will blow immediately for security protection. If it happens,
please replace the blown fuse with a new one with same specification, after connecting
properly to the right pole. Don’t randomly increase the current rating of the fuse, and NEVER
use metal wire as a substitute.
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Installation Instructions
Wire harness of Control Module
Trunk Switch

Sensing Wire 1

Control Module

Sensing Wire 2
Sensing Wires

Blue: Relay COM Port
Green: Relay NO Port

Correct installation locations for the Sensing Wires are as following:

Black: GND
Red: +12V
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Trunk Pos. Trigger
COM

NO
Neg.
Pos.
AC C

Blue
Green
Black
Red
White

Trunk Neg. Trigger
COM

NO
Neg.
Pos.
AC C

COM

Diode
Trunk (+)

AC C GND

GND

Car head
side

Trunk Switch Wiring

+12V Constant Car head
Power
side

NO
Neg.
Pos.
AC C

Blue
Green
Black
Red
White

Sensing Wire 1
Sensing Wire 1
Sensing Wire 2
AC C +12V

Car rear side

Constant
Power

GND

Sensing Wire 2

Trunk switch
on the trunk lid

Trunk Switch

Blue
Green
Black
Red
White

Trunk (-)

AC C +12V Constant
Power

Installation Notes

1. This product was designed for the car models with original smart key PKE systems. While

2. On certain car models there are too
many metal parts on the bumper or when
the sensing effect is not good, please
install the Sensing Wires according to the
above picture and also with a distance of
4-6 inches between the 2 wires.
Note: Please DO NOT stick the Sensing Wires on or very near the metal parts. Please
wipe clean the location for sticking the Sensing Wires before installation. At first please
stick the 2 stickers on both ends of the Sensing Wires. After testing and making sure the
system works well then stick all the 3M stickers on the Sensing Wires.
1. The best installation location: The
Sensing Wire 1 is not in the same
axial surface as Sensing Wire 2 and
there is a distance of 4-6 inches
between the 2 wires.

the car is in the locked state its trunk cannot be opened. When you approach to the car
with original remote control you can open the trunk directly without pressing any button on
the remote control.
2. During installation, please test the vehicle wires to be sure they are correct before
connecting the system wires to the vehicle.
3. Waterproof test has been done for the Control Module and the Sensing Wires. Please DO
NOT open the housing of the Control Module during installation.
4. During installation, please DO NOT stick the Control Module and the Sensing Wires onto
metal parts.

1. Carry the original Remote Control and walk near the car, stand near the trunk of the car at a
distance of about 12-16 inches. Lift a foot and kick about 4 inches under the bumper. This should
be a fluid movement, the time under the bumper should not be over 2 seconds and the distance
between the kicking foot and the sensing area is about 2-6 inches.
2. This product is designed with long Sensing Wires and the range for kicking the foot is wide.
3. When using this product, please operate at an interval of 10 seconds.
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Operation Instructions:

