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This Bulletin covers the TSSM (Turn Signal Security  Module) reset procedure for 
2001 and new NON-CANBUS Harley-Davidson® Models (with OE security) which 
should be completed when the turn signals are flashing rapidly with the 
BC-HARLE1, and BC-HARLE2 Load resistor installed correctly. 

Standard Reset Procedure 

1. Turn ignition on, but do not start the bike.

2. Turn on the RIGHT side turn signal and let it flash 2 times.

3. Turn on the LEFT side turn signal and let it flash 2 times.

4. Turn on the RIGHT side turn signal again and let flash a minimum of 10 times.

5. Turn the ignition key off and then back on.

6. Check the function of the turn signals. If rapid flash on the turn signals 
continues, follow the second procedure.

Secondary Reset (If Needed) 

1. Turn ignition on, but do not start the bike.

2. Turn on the RIGHT side turn signal and let it flash 2 times.

3. Turn on the LEFT side turn signal and let it flash 2 times.

4. Turn on the RIGHT side turn signal again and let flash a minimum of 10 times.

5. Turn on the LEFT side turn signal again and let flash a minimum of 10 times.

6. Turn the ignition key off and then back on.

7. Check the function of the turn signals.

Questions? Call us at: (800) 253-TECH (8324) Mon-Fri 9:00AM-7:00PM, Sat 10:30AM-7:00PM Sun 10:00-4:00 EST




